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 Product information:

 Warranties:

Boulevard 6000

 Specification:

16258

A tufted cut pile high performance barrier carpet incorporating a heavy scraper fibre for optimum dirt removal and 
excellent moisture retention properties in the most demanding environments.

Barrier carpet provides an effective solution to reducing maintenance costs on surrounding floorcoverings and helps 
minimise the risk of slip on hard floor finishes.  It can also, when maintained correctly, help protect the appearance of 
surrounding floorcoverings throughout their life.

Often used in conjunction with a primary entrance mat and in some situations can be used as stand-alone matting 
in entrances and access points.  It is also ideal for use in all areas of a building, particularly those at greatest risk of 
damage from tracked through soil and moisture e.g. reception areas, staircases, lifts, canteen areas, service points etc.

Designed to complement Esplanade Plus and Access primary barrier matting.
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Product Form  Sheet Tile
Product Dimensions  .......................................... 25m x 2m  500mm x 500mm   
Product Construction  ........................................ Tufted Cut Pile Tufted Cut Pile 
Surface Yarn  ...................................................... 100% Aquafil Alto Chroma SDN 100% Aquafil Alto Chroma SDN  
Total Carpet Weight  .......................................... 4470 g/m² 4768 g/m²
Tufted Pile Weight  ............................................. 950 g/m² 950 g/m²
Primary Backing  ................................................ Non-woven Non-woven
Secondary Backing  ........................................... PVC Bitumen 
Total Carpet Thickness  ..................................... 8mm 9mm 
Pile Height  ......................................................... 5mm 5mm

Performance Specification
Classification BSEN 1307  ................................. Class 3 
Static Electricity ISO 6356  ................................ <2kV 
Thermal Resistance BS 4745: 1990  ................. 1.3 (TOG) 
 
Flammability
BSEN 13501-1 .................................................... Class Cfl-s1

BS OHSAS 18001
IV 18/18493

ISO 9001 : FM 10763
ISO 14001 : EMS 59511

BRE Global (BREEAM):

‘A+’ Retail replacement by fashion (tile)
Environmental Profiles

ENP 399cf

7

10 year wear warranty 
Full warranty details available on request




